Data Dictionary for RAD7 raw data files
The table below describes the attributes (data columns) for the RAD7 raw data tables presented in this report. The metadata for the RAD7 raw data files are not complete if they are not distributed with this document.
	Attribute Label 
	Attribute Definition 

	Test No. 
	Test number 

	Year 
	Last two digits of the year 

	Month 
	Two-digit month value 

	Day 
	Two-digit day value 

	Hour 
	Two-digit hour component of the stop time for the given test number 

	Minute 
	Two-digit minute component of the stop time for the given test number 

	Total Counts 
	The total number of counts in all windows detected during a test 

	Live Time [min] 
	Time in minutes that the detector was actively collecting data during a test 

	% Counts (A) 
	The number of counts in window-A as a percentage of the total counts in the spectrum 

	% Counts (B) 
	The number of counts in window-B as a percentage of the total counts in the spectrum 

	% Counts (C) 
	The number of counts in window-C as a percentage of the total counts in the spectrum 

	High Voltage [V] 
	High voltage value when the test ended; range of normal voltage values is from 2000-2500V 

	High Voltage Duty Cycle [%] 
	High voltage duty cycle in percent when the test ended; the normal duty cycle range is from 8%-18% 

	Air Temp. [Celsius] 
	Air temperature within the detector in degrees Celsius when the test ended 

	RH [%] 
	Internal relative humidity in percent reading when the test ended 

	Leakage Current [mA] 
	Leakage current in milliamps when the test ended, usually ranges from 0 to 10 at room temperature 

	Battery Voltage [V] 
	Battery voltage at the time the test ended 

	Pump Current [mA] 
	Current in milliamps of the RAD7’s internal pump when test ended 

	Flags Byte 
	A number between 0 and 255 that represents one data byte containing of 8 individual bits defined in RAD7 manual 

	Radon-222 [Bq/m^3] 
	Radon-222 activity expressed in becquerels per meter cubed (Bq/m3) 

	2-Sigma Uncert. [Bq/m^3] 
	The two-sigma statistical uncertainty of the radon-222 activity in becquerels per meter cubed (Bq/m3) 

	Units Byte 
	A number between 0 and 255 that represents one data byte containing of 8 individual bits defined in RAD7 manual 

	Sniff Sensitivity 
	The efficiency in [cpm/(pCi/L)] of the RAD7 when in sniff mode determined by Durridge during calibration 



